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ORDERING INFORMATION

7025    Channel style heat sink with folded back fins

Channel style heat sink with folded
back fins for increased cooling surface
area. Available with tin plated solder-
able tabs for easy attachment to the
printed circuit card.
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Part Number Description

7025BG Channel heat sink with no solderable tabs

7025B-MTG With solderable mounting tabs 2.90 ( 0.114)

Air Velocity—Feet Per Minute

Heat Dissipated—Watts

Th
er

m
al

 R
es

is
ta

nc
e 

Fr
om

 M
TG

Su
rf

ac
e 

to
 A

m
bi

en
t—

°C
/W

at
t5

0

20

40

60

80

100

0 2 4 6 8 10

4

3

1

2

0

0 400200 600 800 1000

M
ou

nt
in

g 
Su

rf
ac

e 
Te

m
p

Ri
se

 A
bo

ve
 A

m
bi

en
t—

°C

ORDERING INFORMATION

25.40
(1.000)
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(0.570)
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Part Number Description Finish

7019BG Channel heat sink with  no solderable tabs Black anodize

7019PBG Channel heat sink with  no solderable tabs Pre black anodize*

7019B-MTG With solderable tabs Black anodize 2.90 ( 0.114)
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Narrow channel style heat sink with
folded back fins for increased cooling
surface area. Available with tin plated
solderable tabs for easy attachment to
the printed circuit card.

7019    Narrow channel style heat sink with folded back fins

7020    Narrow channel style heat sink with folded back fins

Narrow channel style heat sink with
folded back fins for increased cooling
surface area. Available with tin plated
solderable tabs for easy attachment to
the printed circuit card.
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Part Number Description

7020BG Narrow channel heat sink with  no solderable tabs

7020B-MTG With solderable tabs 2.90 (0.114)

ORDERING INFORMATION

Material: 1.27 (0.050) Thick Aluminum

Finish: Black Anodize

Material: 1.02 (0.040) Thick Aluminum

Finish: See Table

Material: 1.27 (0.050) Thick Aluminum

Finish: Black Anodize

Dia of PCB

Plated Thru

Hole for Tabs

TO-220 Heat Sinks

Position Code Description Location Details

A TC10-MT Insulating device mounting clip Hole X Page 93, 98

and solderable tabs

Dia of PCB

Plated Thru

Hole for Tabs

Dia of PCB

Plated Thru

Hole for Tabs

*Edges cut during the manufacturing process will be unfinished.

See page 110 for more information

POPULAR OPTIONS:

Base part no. A

7020B-           G

For additional options see page 85

For additional options see page 85

For additional options see page 85
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