
Tel (516) 328-7500 • Fax (516) 328-1080
(800) 221-5510 • kec@keyelco.com

www.keyelco.com
55 S. Denton Avenue, New Hyde Park, NY 11040RoHS COMPLIANT ~ ISO 9001 CERTIFIED

®

SPRING & BUTTON CONTACTS

MATERIAL:
Plate: .020 (.51) Steel, Nickel Plate  Spring: Spring Steel, Nickel Plate
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(-) NEGATIVE SPRING (+) POSITIVE BUTTON DUAL CONTACT (“AA” ONLY)

DUAL CONTACT (“AA” ONLY)(-) NEGATIVE SPRING WITH TAB (+) POSITIVE BUTTON WITH TAB

DUAL CONTACT WITH TAB (“AA” ONLY)(-) NEGATIVE SPRING WITH TAB/LANCE (+) POSITIVE BUTTON WITH TAB/LANCE

CAT. NO. 5222 CAT. NO. 5221

CAT. NO. 5201 CAT. NO. 5223

CAT. NO. 5220 CAT. NO. 5219

CAT. NO. 5218 Left 

CAT. NO. 521O Left 
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CAT. NO. 5212 Left or Right

CAT. NO. 5211 Right (Shown)

• Economical and reliable contacts are ideal for  molded cases with 
self contained battery compartments

• “Solder Tab” design for either wire lead or PC mounting
• Unique spring contacts adjust to variations in battery lengths
• Reliable spring contacts assure low contact resistance and 
a dependable connection

• Space saving, economical, excellent mechanical construction

CAT. NO. 5217 Right (Shown)

“AA” • “CR2” • “A” • “17500” • “18350” • “18650”


