
CODED SWITCHESModel KA-3

SWITCH UNITS (Each model number applies to a single switch unit and does not apply to the switch assembly as shown in the drawings.)

-

DIMENSIONS (Unless otherwise specified, a tolerance of +0.4mm applies to all dimensions.)

No  of units A               B.

(N) (Nx6+6) (Nx6+8) D

1             12             14             12.4
2             18             20             18.4
3             24             26             24.4
4             30             32             30.4
5             36             38             36.8
6             42             44             42.8
7             48             50             48.8
8             54             56             54.8
9             60             62             60.8

10            66             68             66.8+0.8- +0.8-

+0.8- +0.8-

+0.8- +0.8-

+0.8- +0.8-

+0.8- +0.8-

+0.8- +0.8-

End caps are attached to each end of the switch assembly and
used to secure the switch assembly to a mounting panel.
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SPECIFICATIONS

RATINGS/CHARACTERISTICS

Switching capacity                  1mA to 0.1A 50 VAC/28 VD  (resistive load)C

Carry current                           1A max.

Contact resistance                  200m    max.

Operating force                       450g max.

Vibration                                  10 to 55Hz, 1.5mm double amplitude

Shock                                      490m/s  (approx. 50g's)

Ambient temperature              Operating: -10 to +65  C;Storage: -20 to +80  C

Humidity                                  45 to 85% RH max.

Service life

Weight (per unit) Approx. 1.5g

Insulation resistance

Dielectric strength

10M   min. (At 250 V C) between nonconnected terminals
100M   min (

D
At 250 VDC) between each terminal and noncurrent-carrying part

250 VAC, 50/60Hz for 1 minute  between nonconnected terminals
1,000 VAC, 50/60Hz for 1 minute  between each terminal and noncurrent-carrying part

Mechanically:      30,000 operations (steps) min.
Electrically:          20,000 operations (steps) min.
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One of alphabetic codes must be suffixed to the model number
to specify a legend to be hot stamped on the required spacer.
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CODED SWITCHESModel KA-3
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CODED SWITCHESModel KA-3

ORDERING INFORMATION
When placing your order ,specify the
desired type and the required quantity
using the example below as reference.

KA-3(mounting plate).....One pair
KA-3(Switch unit stopper pins).....1
KA-3(switch unit)..........................1
KA-3(spacer)................................1
KA-3(switch unit)..........................2
NOTE: The switch unit,mounting
            plate,etc.,of standard products
            are not factory-assembled for
            shipment.Consult WANDA on 
            how to order assembled 
            products.
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TERMINALS

KA-3/A KA-3/B KA-3/C

NOTE: ALL  DIMENSIONS SHOWN IN THIS CATALOG ARE IN UNITS OF MILLIMETERS.
? ? :??????????.
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