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  • High efficiency
  • Available with 3 beam angles
  • Optimized for uniform effect

  • Architectural Lighting
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  • Highbay

  • Downlight
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Product Nomenclature

General Information

LL01ED-ALJxxR49      

LL 01 ED - ALJ xx R 49 - Mx
X1 X3 X6X2 X4 X5 X7 X8

X1-Ledlink X3 - Led type
ex : ED:Edixeon, CR:CREE…etc.

X6 - Type
ex : L:Lens、H:Holder

X2 - Lens quantity
ex: 01、03、06…etc .

X4 - Serial number
ex: AA、AB、AAA、AAB …etc .

X5 - Lens angle
ex: 40、60…etc.

X8 - Assemblies
ex: M : Lens + Housing

X7 - Type of material
ex: 02-PC、06-PMMA …etc .

*The material number has no this part
without housing.

• Reflector Material used high reflex performance aluminum
• Product surface anodized
• Operating Temperature range -40℃~+110℃(upper limit +120℃)
• Storage Temperature range -40℃~+110℃(upper limit +120℃) 
• Usage and Maintenance:
   1. If necessary, clean reflectors with mild soap, water and soft cloth.
   2. Never use any commercial cleaning solvents on reflectors, like alcohol.
   3. Please handle or install reflectors with wearing gloves, skin oils may damage 
       reflector or its optical characteristic.
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CXA2530

Note:  (1) All the results of analysis are 
               based on 0 degrees of elevation.
          (2) Tolerance: ±10%.
          (3) Led Luminous Flux(lm):2650(±5%).

http://www.ledlink-optics.com/Datasheet_IES/LL01ED-ALJ24R49_CREE CXA2530_2013-09-03.rar
http://www.ledlink-optics.com/Datasheet_IES/LL01ED-ALJ38R49_CREE CXA2530_2013-09-03.rar
http://www.ledlink-optics.com/Datasheet_IES/LL01ED-ALJ45R49_CREE CXA2530_2013-09-03.rar


Glue Screw Tape FrameFixing-ring

2.Lens dimensions

1.Fixing method

4.Lens assembly dimensions 5. View assembly lens with MCPCB:

3. Lens + Leds + MCPCB 
    assembly instruction
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LL01ED-ALJxxR49

Note: (1)All dimensions are in mm.
(2)All measurements are ± 0.15 mm  
   unless otherwise indicated.

3mm

*There's a gap between the reflector and LED, and our recommendation for the gap should be larger than 3mm.
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